AD-DIOCR2

¢ 1/3" CMOS SENSOR

e 1000 TVL RESOLUTION

® 3.6MM FIXED LENS

* MAX. IR LED 24, IR DISTANCE 20 MTRS

DAY NIGHT  LEDS

PROTECTION

ANALOG CAMERA

ddvik

DIGITAL SOLUTIONS

THEBESTINDOOR & OUTDOOR
SECURITY CAMERAS

Specification

IMAGE SENSOR 1/3" CMOS SENSOR

MIN. ILLUMINATION Color: 0.01Lux @(F1.2,AGC ON),0 LUX with IR
LENS 3.6MM FIXED LENS

IR DISTANCE 20 MTRS

ELECTRONIC SHUTTER AUTO (1/25S5-1/100000S ADJUSTABLE)
DAY/NIGHT AUTO/COLOUR/B&W (IR CUT)

S/N RATIO _>55DB

NOISE REDUCTION 2D/3D DIGITAL NOISE REDUCTION (AUTO )
WDR DWDR (AUTO)

RECORD RESOLUTION 1000 TVL RESOLUTION

CVBS OUTPUT 1 CH BNC CVBS OUTPUT

PROTECTION GRADE PLASTIC CASING, INDOOR

POWER DC12V-2AMP

OPERATION TEMPERATURE  -10°C-60°C(14°F-122°F)

POWER SUPPLY 4W




